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1 Plugin basic interface 
 

NextFEM Designer can host plugins to interact with model and viewport. Plugins must be written in any of 

the .NET Framework supported languages (eg. C#, VB.NET, F#, …). Advised version is v4.8. 

NextFEM gives the public interface IPlugin in NextFEMplugin.dll, that must be implemented inside the 

plugin you’re developing. In addition, the plugin must reference NextFEMapi.dll. Both NextFEMapi.dll and 

NextFEMplugin.dll can be found in the installation folder of NextFEM Designer, typically C:\Program 

Files\NextFEM\NextFEM Designer 64bit\ for 64bit installations. 

Both references must have the Copy locally flag set to False in the Visual Studio reference properties. To be 

found by the plugin, please insert the following code in your app.config. 

  <runtime> 
    <assemblyBinding xmlns="urn:schemas-microsoft-com:asm.v1"> 
      <probing privatePath=".." /> 
    </assemblyBinding> 
  </runtime> 

 

Implement a base class like the samples below. 

1.1 C# language – Iplugin interface 

using NextFEMplugin; 
 
public class plugin : IPlugin 
{ 
 TrussDrawer frm; 
 public void LaunchMe(IntPtr hnd) 
 { 
  frm = new TrussDrawer(); 
  frm.caller = this; 
  frm.Text = this.PluginName; 
  if (!frm.Visible) frm.Show(System.Windows.Forms.Control.FromHandle(hnd)); 
 } 
 
 public string PluginAuthor 
 { 
  get 
  { return "NextFEM Support Team"; } 
 } 
 
 public string PluginName 
 { 
  get 
  { return "Truss Drawer"; } 
 } 
 
 public string iconFile 
 { 
  get 
  { return "NextFEM.ico"; } 
 } 
 
 public event EventHandler updateModel; 
 internal void RequestScreenUpdate(object sender, bool resize, ViewState Vstate) 
 { 
  updateModel(sender, resize, Vstate); 
 } 
 public event EventHandler undoCall; 
 internal void RequestUndo(undoOps undoProperty) 
 { 
  undoCall(undoProperty); 
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 } 
 
 public NextFEMapi.API API {get; set;} 
 public string currentLoadcase {get; set;} 
 public string currentTime {get; set;} 
} 

 

1.2 VB.NET language – Iplugin interface 

Imports NextFEMplugin 
 
Public Class plugin 
    Implements IPlugin 
    Dim frm As New TrussDrawer 
 
    Public Sub LaunchMe(hnd As IntPtr) Implements IPlugin.LaunchMe 
        frm = New TrussDrawer 
        frm.caller = Me 
        frm.Text = Me.PluginName 
        If Not frm.Visible Then frm.Show(System.Windows.Forms.Control.FromHandle(hnd)) 
    End Sub 
 
    Public ReadOnly Property PluginAuthor As String Implements IPlugin.PluginAuthor 
        Get 
            Return "NextFEM Support Team" 
        End Get 
    End Property 
 
    Public ReadOnly Property PluginName As String Implements IPlugin.PluginName 
        Get 
            Return "Truss Drawer" 
        End Get 
    End Property 
 
    Public ReadOnly Property iconFile As String Implements IPlugin.iconFile 
        Get 
            Return "NextFEM.ico" 
        End Get 
    End Property 
 
    Public Event updateModel(sender As Object, resize As Boolean, Vstate As ViewState) Implements 
IPlugin.updateModel 
    Friend Sub RequestScreenUpdate(sender As Object, resize As Boolean, Vstate As ViewState) 
        RaiseEvent updateModel(sender, resize, Vstate) 
    End Sub 
    Public Event undoCall(undoProperty As undoOps) Implements IPlugin.undoCall 
    Friend Sub RequestUndo(undoProperty As undoOps) 
        RaiseEvent undoCall(undoProperty) 
    End Sub 
 
    Public Property API As NextFEMapi.API Implements IPlugin.API 
    Public Property currentLoadcase As String Implements IPlugin.currentLoadcase 
    Public Property currentTime As String Implements IPlugin.currentTime 
End Class 
 

Implementation is discussed on VB.NET code. Below all the fields of the interface are described: 

- PluginName : name of the plugin as string. The same name can be used to call the plugin by 

starting Designer via command-line. Eg. designer64.exe –plugin “Truss Drawer” 

- PluginAuthor : string for the author of the plugin; 

- iconFile : it sets the filename of the image to be loaded into the Tools/Plugins menu in NextFEM 

Designer. This is optional, if not used please return an empty string. 
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- LaunchMe : procedure for starting the plugin application (eg. a form). It must initialize NextFEM API 

(otherwise ) and pass the current instance of the base class to the plugin application form. In the 

sample above, it instantiates and launches the TrussDrawer class. The variable caller is declared in 

the form as: Friend caller as plugin  

As final step, this procedure launched the form, passing the handle to be treated as Designer mask: 
frm.Show(System.Windows.Forms.Control.FromHandle(hnd)) 

- updateModel : event to be called for requesting a viewport update. Since events can be called only 

in the same class, the function RequestScreenUpdate is implemented and has to be called from the 

plugin app form. 

- undoCall : it follows the same working mechanism as updateModel. 

- API : an instance of NextFEM API class, retaining all the methods to operate in model and results. 

You don’t need to implement it in your base class. 

- currentLoadCase : string indicating the loadcase showed on screen for loading or results views. 

- currentTime : string indicating the time or the mode showed on screen for results view. 

Plugins can operate in every way in the model. There are some good practice rules to ensure their optimal 

functionality: 

1) to load other DLLs in your plugin, please add the following code inside the form code: 
 
    ' for loading dlls in the same folder - IMPORTANT: must be Private! 
    Private currentDomain As AppDomain = AppDomain.CurrentDomain 
    Private Function MyResolveEventHandler(ByVal sender As Object, ByVal args As ResolveEventArgs) As 
System.Reflection.Assembly 
        ' this handler is called only when the CLR tries to bind to the assembly and fails 
        Dim strTempAssmbPath As String = "" 
        Dim MyAssembly, objExecutingAssembly As System.Reflection.Assembly 
        objExecutingAssembly = System.Reflection.Assembly.GetExecutingAssembly() 
        ' seek in the same folder 
        Dim name As String = args.Name.Substring(0, args.Name.IndexOf(",")) 
        strTempAssmbPath = My.Application.Info.DirectoryPath & "\plugins\" & name & ".dll" 
        If IO.File.Exists(strTempAssmbPath) = False Then Return Nothing 
        ' load the assembly from the specified path                
        MyAssembly = System.Reflection.Assembly.LoadFrom(strTempAssmbPath) 
 
        ' return the loaded assembly 
        Return MyAssembly 
    End Function 

 

In addition, a handler to this event must be added to the MyBase.Load procedure: 

        ' use DLL loading for load assemblied from the same plugin folder (or set subfolder in MyResolveEventHandler) 
        AddHandler currentDomain.AssemblyResolve, AddressOf MyResolveEventHandler 
 

Remember, in MyBase.Closing, to remove the handler: 

RemoveHandler currentDomain.AssemblyResolve, AddressOf MyResolveEventHandler 

 

Complex plugins with many DLLs may use a subdirectory of “plugins” folder. 

2) Every operation on the model have to be preceded by an “Undo request” to Designer. 

        ' call undo 
        caller.RequestUndo(NextFEMplugin.undoProps.Normal) 

 

and followed by a request for updating screen: 

        ' refresh the view 
        caller.RequestScreenUpdate(caller, True, NextFEMplugin.ViewState.NoOperation) 
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3) to update the viewport in Designer, you may choose between a variety of commands, all put together in 

the ViewState enumerator. 

Eg.: caller.RequestScreenUpdate(caller, False, NextFEMplugin.ViewState.NoOperation) 

This line request to Designer a screen update, resize is set to false hence not “View all” operation is called, 

and the ViewState is set to NoOperation, that means no operation required. 

Here you are a list of visual operations you can call: 

ViewState enumerator Action and remarks 

Reset Viewport is reset to default (no results and no loading views) 

NoOperation No operation is performed, leave viewport as it is. 

NodesVisible Show nodes. Recall it to disable visible nodes. 

NodesNumber Show nodes numbers. Recall it to disable view. 

ElementsNumber Show elements numbers. Recall it to disable view. 

ExtrudedView Show extruded views. Recall it to disable view. 

ColorElements_Uniform Show uniform color in elements. Call Reset to disable view. 

ColorElements_BySection Color elements by sections. Call Reset to disable view. 

ColorElements_ByMaterial Color elements by materials. Call Reset to disable view. 

ColorElements_ByGroup Color elements by groups. Call Reset to disable view. 

ShowLocalAxes Show element local axes. Recall it to disable view. 

GetScreenshot Get screenshot of the current view. Screenshot is stored in Clipboard. 

ShowAllLoads Show all loads in mdoel. Call reset to disable view. 

ShowDisplResults Show displacement results. Call Reset to disable view. 

HighlightSelectedNodes Highlight selected nodes. Call ClearNodesHighlight to disable view. 

HighlightSelectedElems Highlight selected element. Call ClearElementsHighlight to disable view. 

ClearNodesHighlight Clear the nodes highlighting 

ClearElementsHighlight Clear the elements highlighting 

ShowNodesCheckResults Show nodes check results. Call Reset to disable view. 

ShowElementsCheckResults Show elements check results. Call Reset to disable view. 

ShowFrameForcesResults Show frame forces results. Call Reset to disable view. 

ShowReactionsResults Show element reactions results. Call Reset to disable view. 

ShowAreaForcesResults Show area elements forces. Call Reset to disable view. 

ShowSoilPressure Show soil pressure. Call Reset to disable view. Since v1.9.0.4 

ApplyColors Update on screen the colors set for elements. Since v2.0.2.4 

ShowSelectionOnly Show only selected element. Since v2.2.0.1 

HideSelection Hide only selected element. Since v2.2.0.2 

ShowAll Show all model. Since v2.2.0.3 

FitView Fit view in viewport. Since v2.5.2.5 

UserView Set a previously saved user view. Since v2.6.0.0 

 

For results and loading views, you should set also caller.currentLoadcase and, mostly for modal or non-

linear analyses, also caller.currentTime. 

4) prior to do any action in the model (adding nodes, element, etc.) you should request an undo operation 

to the Designer. Otherwise, the user cannot revert what plugin did in the model. 

Eg.: caller.RequestUndo(NextFEMplugin.undoOps.Normal) 
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undoOps enumerator Action and remarks 

Normal User will be prompted to clear results, if present. 

NormalDontAsk User will not be prompted to clear results. 

NoUndo No operation is added to undo stack. 

 

1.3 Debugging a plugin 

Finally, for debugging purposes, you can copy the whole NextFEM Designer installation directory (typically 

C:\Program Files\NextFEM\NextFEM Designer 64bit\ for 64bit installations) anywhere in your hard-disk, 

and target its subfolder “plugins” as output directory for your program. 

IMPORTANT: remember that the “plugins” folder is not writable. 

Plugins DLLs can be freely developed and distributed without including files or parts of NextFEM Designer 

assemblies. Always remember to distribute the DLL together with the corresponding .dll.config file (which 

contains the app.config copy). 

Each plugin must be a DLL build on the base of the sample project below, which is a simple program to 

draw truss structures in Designer. You can freely use this as a base for your plugin. 

1.4 Get element type 

When using the method 

getElementProperty(ID, "type") 

to check the type of an element, you get an integer value as listed below: 

unk = 0 
line = 1 
tria = 2 
quad = 3 
hexa = 4 
wedge = 5 
tetra = 6 
user = 10 
line3 = 20 
quad8 = 21 
hexa16 = 22 
hexa20 = 23 
tetra10 = 24 
tria6 = 25 
wedge15 = 26 
spring2nodes = 40 

In addition, to get the length of a beam, use  

getElementProperty(ID, "lun") 

In other words, this method reflects all the properties as they are reported in the XML format. 

1.5 Saving plugin data 

To save plugin data you can use a custom field stored just inside the model. See API reference for the 
following functions. The key used to store data should be the plugin name. 

addOrModifyCustomData 
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getCustomData 
 
removeCustomData 

 

1.6 Resources 

Download VB.NET sample project 
Developers’ forum (for all public enquiries) 
API reference 
NextFEM Github repositories 

 

http://www.nextfem.it/dev/PluginSample.zip
https://www.nextfem.it/it/forums/forum/developer-forum/
https://www.nextfem.it/api/html/N_NextFEMapi.htm
https://github.com/NextFEM
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2 Advanced plugin interface 
 

In addition to IPlugin interface, since v2.0 NextFEM Designer can host plugins developed with the new 

interfaces IPluginWithCommandsX, which is an inherited interface that gives a deeper control in the 

program. 

You can choose between: 

- IPluginWithCommands interface, which adds the ability to open Designer’s tools 

- IPluginWithCommands2 interface, which inherits IPluginWithCommands and will be loaded into a 

new ribbon tab. 

This interface is not fully and publicly documented, and if you’re going to implement your plugin onto it, 

you should contact support@nextfem.it for further support. 

Let’s have a look to a sample VB.net code. 

2.1 VB.NET language – IpluginWithCommands2 interface 

Imports NextFEMplugin 
 
Public Class plugin 
    Implements IPluginWithCommands2 
 
    Dim frm As TrussDrawer ' global, as it will be used like in Winforms 
    Public Sub LaunchMe(hnd As IntPtr) Implements IPlugin.LaunchMe 
        ' since this is no more a single command plugin, this section is used as initialization 
if tabSections returns proper buttons 
 
        ' initilization 
        frm = New TrussDrawer 
        frm.caller = Me ' needed for API and model linking 
        ' add function to Functions window 
        RaiseEvent commandOps(Me, Commands.AddFunctionHandler, "MyFunc") 
    End Sub 
 
    Public ReadOnly Property PluginAuthor As String Implements IPlugin.PluginAuthor 
        Get 
            Return "NextFEM Support Team" 
        End Get 
    End Property 
 
    Public ReadOnly Property PluginName As String Implements IPlugin.PluginName 
        Get 
            Return "NextFEM Sample Tab" 
        End Get 
    End Property 
 
    Public ReadOnly Property iconFile As String Implements IPlugin.iconFile 
        Get 
            Return "truss.ico" 
        End Get 
    End Property 
 
    Public Event updateModel(sender As Object, resize As Boolean, Vstate As ViewState) Implements 
IPlugin.updateModel 
    Friend Sub RequestScreenUpdate(sender As Object, resize As Boolean, Vstate As ViewState) 
        RaiseEvent updateModel(sender, resize, Vstate) 
    End Sub 
    Public Event undoCall(undoProperty As undoOps) Implements IPlugin.undoCall 
    Friend Sub RequestUndo(undoProperty As undoOps) 
        RaiseEvent undoCall(undoProperty) 

mailto:support@nextfem.it
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    End Sub 
    Public Event commandOps As IPluginWithCommands.commandOpsEventHandler Implements 
IPluginWithCommands2.commandOps 
 
    Public Sub LaunchPluginCommand(hnd As IntPtr, commandName As String) Implements 
IPluginWithCommands2.LaunchPluginCommand 
        If frm.IsDisposed Then frm = New TrussDrawer : frm.caller = Me 
        ' call single commands or single functions (added by Commands.AddFunctionHandler) 
        Select Case commandName 
            Case "Info" 
                MsgBox("Sample plugin by " & Me.PluginAuthor) 
            Case Else 
                If Not frm.Visible Then frm.Show(System.Windows.Forms.Control.FromHandle(hnd)) 
        End Select 
    End Sub 
 
    Public Function returnData(functionName As String) As Object() Implements 
IPluginWithCommands2.returnData 
        returnData = {} ' default value 
 
        ' series type enumerator: 
        'Displacement_TH = 0 
        'Velocity_TH = 1 
        'Acceleration_TH = 2 
        'Acceleration_Spectrum_TH 
        'Displacement_Spectrum_TH 
        'Lateral_Forces = 5 
        'Vertical_Forces 
        'Time_Temperature 
        'Strength_Temperature 
        'User = 9 
 
        If functionName = "MyFunc" Then 
            ' return list of PointF 
            'MsgBox("Code for function " & functionName) 
            Dim out As New List(Of Drawing.PointF) 
            out.Add(New Drawing.PointF(0, 0)) : out.Add(New Drawing.PointF(1, 1)) 
            Return {out, 5, "kN", "custom function"} 
 
        End If 
    End Function 
 
    Public Property currentLoadcase As String Implements IPlugin.currentLoadcase 
    Public Property currentTime As String Implements IPlugin.currentTime 
    Public Property API As NextFEMapi.API Implements IPlugin.API 
    ' this is called only once, so the Get part can be used as initilization 
    Public ReadOnly Property tabSections As List(Of tabSection) Implements 
IPluginWithCommands2.tabSections 
        Get 
            'Return Nothing ' default value 
            ' set ribbon buttons 
            Dim out As New List(Of NextFEMplugin.tabSection) 
            ' first section 
            Dim s1 As New tabSection With {.tabName = "Input data"} 
            s1.tabCommands.Add("New") : s1.tabIcons.Add("SampleIcons\truss.ico") 
            s1.tabCommands.Add("Open") : s1.tabIcons.Add("SampleIcons\truss.ico") 
            out.Add(s1) 
            ' second section 
            Dim s2 As New tabSection With {.tabName = "Output data"} 
            s2.tabCommands.Add("Run") : s2.tabIcons.Add("SampleIcons\truss.ico") 
            s2.tabCommands.Add("Info") : s2.tabIcons.Add("SampleIcons\truss.ico") 
            out.Add(s2) 
 
            Return out 
        End Get 
    End Property 
End Class 
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2.2 Support for plugin ribbon bar 

With IPluginWithCommands2 interface, a single plugin can host an entire new ribbon tab to represent 

plugin commands. Buttons and sections are defined in the Public ReadOnly Property tabSections. 

The previous code generates the ribbon tab depicted below. 

 

Please note that both lists tabCommands and tabIcons should have the same number of items. The latter 

should contains the part of the path after installationFolder\plugins\ directory. 

It is important to notice that, since you don’t have a single form like in the Iplugin interface, the old 

(inherited) LaunchMe procedure has been used to initialize the plugin. 

2.3 Adding functions to Functions window 

Functions window is the main tool to add and manage functions (accelerograms, response spectra, lateral 

force patterns, etc.) in NextFEM Designer. 

The advanced plugin interface IPluginWithCommands2 is able to add functions handlers for your custom 

function code in the Add new series dropdown menu. 

 

You can add a new function by calling, during plugin initialization, this code: 

' add function to Functions window 
RaiseEvent commandOps(Me, Commands.AddFunctionHandler, "MyFunc") 

 

In this way, an item called “MyFunc” will be added to the dropdown menu. 

In order to return values for the function, you must use Public Function returnData, which returns an 

array of Objects that in this case is of size 4. In order, you should provide: 
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- list of Drawing.PointF for function series 

- an integer representing the series type (see enumerator in code comments) 

- the units of measure of values in Y axis 

- the suggested name for the function. 

 

2.4 Program commands 

You can open window and tools from inside NextFEM Designer by calling them from the plugin. You should 

simply raise the event RaiseEvent commandOps(sender, ops, data). 

By now, the ops and data parameters can be one of the Commands enumerator and object of the listed type, 

respectively. 

Commands enumerator Action and remarks Passed object data type 

KeyForwarding Forward the pressed keys to Designer KeyEventArgs 

RunModel Run the model within Designer - 

RunSelectedLCs Run only selected loadcases Array of string (loadcases) 

ExportDXFsection Export DXF of selected sections Array of string (section IDs) 

ExportDXFelement Export DXF of selected elements Array of string (element IDs) 

ShowReportMask Show Report mask - 

ShowSectionAnalyzer Show Section Analyzer window Integer (section ID) 

GetViewportImage Get a screenshot of viewport Bitmap (return value) 

StartOtherPlugin Start the specified plugin String (plugin name) 

ShowTabularInputMask Show an input mask with table Dictionary(Of String, String) 

OpenFunctionsWindow Open the Functions window String (optional, selected in new series menu) 

AddFunctionHandler Add a function handler to Functions mask String (function name) 

AddDrawingGrid Add a grid in viewport Array of string (oX,oY,oZ,B,W,d1,d2,plan) 

ClearDrawingGrid Clear all grids in viewport - 

CreateDocXreport Create a DocX file with selected text 
Array of strings (DocXpath, [template path or 
“”], line1, line2, ...) 

ProcessDocXkeys Process a DocX file replacing keywords String with full path of the file (DocXpath) 

ImportModel Import model from the specified path String with full path of the model to import 

ReloadPonCadModel 
Reload PON CAD model showing import 
options 

- 

RequireRESTserver Activate REST server. Since v2.6.0.0 - 

LoadWebApp Load Web application. Since v2.7.3.0 
Array of strings with url, form title, and 
headers 

RequireRESTtunnel Require and start web tunnel. Since v2.7.3.0 Returns token for the tunnel 

StopRESTtunnel Stop web tunnel. Since v2.7.3.0 - 

LeavePluginOpen 
Keep open a plugin on open/run model 
commands. Since v2.7.3.0 

Title of the form to be kept open as string. 

AddExtrudedObject Add extruded object to viewport. Since v2.8 NextFEMplugin.Object3D data 

ClearExtrudedObjects 
Clear all objects added to the viewport. Since 
v2.8 

- 

 

2.5 Compatibility 
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In the case you want to use the program commands without ribbon tab support, you should implement the 

LaunchMe function as in the Iplugin sample, and return a null (or Nothing) value from tabSections property. 

 

2.6 Considerations on referenced DLLs and redistribution 

A plugin must have a unique name. Before to redistribute you plugin please contact support@nextfem.it to 

communicate plugin name. 

You can reference all open source packages used in NextFEM Designer, by simply using the DLLs in the 

plugins upper directory (the installation root folder). For instance, you can use ZedGraph in your plugin 

without adding your own copy. Please remember to include attributions and/or licenses. 

Since the plugin templates have an app.config file that specifies that the search folder for referenced 

libraries is the upper one, you can always use other locations by using the following code (which is 

necessary, for instance, when you’re using language-specific resources). 

In the code excerpt below, “it” and “es” resources are supposed to be used. 

    ' for loading dlls in the same folder 
    Friend currentDomain As AppDomain = AppDomain.CurrentDomain 
    Friend Function MyResolveEventHandler(ByVal sender As Object, ByVal args As ResolveEventArgs) 
As System.Reflection.Assembly 
        Dim MyAssembly, objExecutingAssembly As System.Reflection.Assembly 
        MyAssembly = Nothing 
        objExecutingAssembly = System.Reflection.Assembly.GetExecutingAssembly() 
        ' seek in the same folder 
        'Dim name As String = args.Name.Substring(0, args.Name.IndexOf(",")) 
        Dim name As String = args.Name 
        Dim cInd As Integer = args.Name.IndexOf(",") 
        If cInd > -1 Then name = args.Name.Substring(0, cInd) 
        Dim pathL As New List(Of String) 
        pathL.Add(My.Application.Info.DirectoryPath & "\plugins\" & name & ".dll") 
        If args.Name.Contains("=it") Then 
            pathL.Add(My.Application.Info.DirectoryPath & "\plugins\it\" & name & ".dll") 
        ElseIf args.Name.Contains("=es") Then 
            pathL.Add(My.Application.Info.DirectoryPath & "\plugins\es\" & name & ".dll") 
        End If 
        For Each path In pathL 
            If IO.File.Exists(path) Then MyAssembly = System.Reflection.Assembly.LoadFrom(path) 
        Next 
        'Return the loaded assembly 
        Return MyAssembly 
    End Function 

 

In plugin initialization:  

' use DLL loading for load assemblied from the same plugin folder (or set subfolder in 
MyResolveEventHandler) 
        AddHandler currentDomain.AssemblyResolve, AddressOf MyResolveEventHandler 

 

To the same email address, you can request installer source code template for your plugin, which 

guarantees that NextFEM Designer is installed before to install the plugin. 

 

mailto:support@nextfem.it
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3 Web Plugin for NextFEM Designer 
Plugins running on a Web page can be added as well. The Tank/silos Mesher in NextFEM Designer v2.8 is a 

perfect example: the remote app is written with Streamlit and can send command to your local program 

thanks to NextFEM Tunnel, which is a new automated way to let web app communicate with your model. 

Try the sample plugin code below to open a public Streamlit application from inside NextFEM Designer. 

Imports NextFEMplugin 
Public Class plugin 
    Implements IPluginWithCommands 
 
    Public Sub LaunchMe(hnd As IntPtr) Implements IPlugin.LaunchMe 
        Dim tkn As String = "" 
  ' request tunnel, get a token back 
        RequestCommand(Commands.RequireRESTtunnel, tkn) : If tkn = "" Then Exit Sub 
        Dim data() As String = {{"https://steelsheet-nf.streamlit.app/", PluginName}  
        RequestCommand(Commands.LeavePluginOpen, PluginName) ' keep plugin open 
        RequestCommand(Commands.LoadWebApp, data) ' open plugin 
    End Sub 
 
    Public ReadOnly Property PluginAuthor As String Implements IPlugin.PluginAuthor 
        Get 
            Return "NextFEM Support Team" 
        End Get 
    End Property 
 
    Public ReadOnly Property PluginName As String Implements IPlugin.PluginName 
        Get 
            Return "Steel Sheet Calculator" 
        End Get 
    End Property 
 
    Public ReadOnly Property iconFile As String Implements IPlugin.iconFile 
        Get 
            Return "icon.ico" 
        End Get 
    End Property 
 
    Public Event updateModel(sender As Object, resize As Boolean, Vstate As ViewState) Implements 
IPlugin.updateModel 
    Friend Sub RequestScreenUpdate(sender As Object, resize As Boolean, Vstate As ViewState) 
        RaiseEvent updateModel(sender, resize, Vstate) 
    End Sub 
    Public Event undoCall(undoProperty As undoOps) Implements IPlugin.undoCall 
    Friend Sub RequestUndo(undoProperty As undoOps) 
        RaiseEvent undoCall(undoProperty) 
    End Sub 
    Public Event commandOps As IPluginWithCommands.commandOpsEventHandler Implements 
IPluginWithCommands.commandOps 
    Friend Sub RequestCommand(comm As Commands, ByRef data As Object) 
        RaiseEvent commandOps(Me, comm, data) 
    End Sub 
 
    Public Property currentLoadcase As String Implements IPlugin.currentLoadcase 
    Public Property currentTime As String Implements IPlugin.currentTime 
    Public Property API As NextFEMapi.API Implements IPlugin.API 
End Class 
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4 NextFEM REST API Server 
Since v.2.1, the NextFEM REST API server is available as a plugin in NextFEM Designer. This is the UI version 

of the REST server for NextFEM API; if you’re looking for NextFEM Server go to the next chapter. 

 

When this plugin is selected, a web server is started automatically to serve on port 5151 with HTTP 

protocol. This will allow to access all the API functionalities from REST API calls. 

On plugin start, you may be required to authorize the app through the Windows firewall. Press “Allow 

access” to let the REST server work. 

 

To connect your application via API server you need only to call: 

nf.connect() 

 

which automatically finds the local webserver and returns True if found. 

In addition, you can specify the server in another PC, with: 

nf.connect(“http://otherpc:5151”) 

 

To disconnect and revert API to work with local installation, use:  

nf.disconnect() 

 

The server is a self-contained application that can act as: 
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i. a NextFEM Designer plugin, in which the currently opened model is tied to the REST server. This 

means you can edit or query the model via REST API 

ii. a standalone REST API webserver, since it is an executable file. In this case, a new instance of API is 

used (this means that, in this condition, API are not tied to any model) 

iii. a Microsoft® IIS web application. In this case, a new instance of API is used (this means that, in this 

condition, API are not tied to any model). 

In the latter case, you may configure HTTP or HTTPS transport, authentication, port, etc. directly in IIS 

Manager. To install a copy of NextFEM REST API server on your local IIS, please do the following: 

1. install ASP.NET Core Hosting Bundle and restart IIS 

2. copy the “RESTsrv” folder from inside the NextFEM Designer installation folder to your local IIS 

folder (typically, C:\inetpub\wwwroot\) 

3. start IIS Manager and create a new Application Pool (named for instance “No managed”) 

configured like in the picture below: 

 

https://dotnet.microsoft.com/en-us/download/dotnet/thank-you/runtime-aspnetcore-2.2.8-windows-hosting-bundle-installer
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4. In Advanced configuration, set pool Identity using a local machine user to associate with the Pool 

 
5. Finally, under Default Web Site, right click the “RESTsrv” folder and press “Convert to application”, 

using this settings: 
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In Connect As… button, select the local user you selected for the pool: 

 

You’re done. By navigating to http://localhost/RESTsrv you should see the response “Hello NextFEM API 

v.2.xx”, where 2.xx is your current version. 

Troubleshooting 

I get the error “Access is denied” or “Unauthorized” when starting the server. 

From an elevated command prompt, type:  

netsh int ip show excludedportrange protocol=tcp 

 

to see if the port 5151 has been reserved for some reason by Windows. If port 5151 is in the list, restart 

WinNAT service: 

net stop winnat 
net start winnat 

And re-run netsh command. The port 5151 should have been released. 

5 NextFEM Server 
NextFEM Server product is shipped with an alternative to the UI REST server described in the previous 

chapter. 

 

This comes as a standalone program that can be run in different ways, such as: 

a. a standalone EXE 

b. a background Windows® service, since it inherits ServiceBase class 

c. a Microsoft® IIS web application (if the environmental variable “APP_POOL_ID” is defined) 

d. an Azure App service (if the environmental variable "RoleInstanceId” is provided) 

e. a *nix service/daemon, since v.2.5.3.0. 

http://localhost/RESTsrv
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The program provides: 

- state log in Windows events (item “NFrestSrv”) if the program is run with admin rights 

- the possibility to change the default port even outside IIS, with -p <port> startup argument 

- the multi-user mode, triggered by the -userids start-up argument. In this case, all the requests must 

have the username provided in a header entry (name: “user”, value: <username>). If this is not 

present, server replies with the string “Missing user identification 

- the model state for each user is automatically saved and restored at each call. Model is saved, by 

default, in the bin folder. 

5.1 Multi-user mode 

In multi-user mode, you must provide a test file called “checkuser.dat”, placed in the bin folder, which 

contains instructions to control user access to NextFEM APIs. This text file must contain: 

Line 1: verb for the auth request (GET, POST, etc.). The body of POST and PUT requests can be specified in 

the same line after a semicolon separator (e.g. POST:body-to-send). 

Line 2: this key can be set as the following alternatives: 

− path for the users’ authentication REST API. You must provide a REST API replying with a bare 

“true” or “false” to tell NextFEM Server is the user is authorized to access server resources. Since 

no header can be provided, username must be in path: the keyword “U_N_2Replace” is 

automatically replaced with the username sending the REST request 

− set to “true” to allow everyone to access the server. Since v2.6, each user can have a separate 

license and the global NextFEM Server license is not inherited 

− set to “false” to temporarily block the access to the server 

− specify allowed users, when set to: auth_users:user1:user2:… 

− since v2.6, the option “GrantAll” applies to each user the global NextFEM Server license. 

Line 3 (optional): full path of the folder in which users’ model will be saved. 

Line 4 (optional, since v2.5.0): authentication string or token for restricting access to the server. If set, 

requests must have a fixed bearer token set in headers, with name “auth” and the corresponding value. 

This line supports multiple authorization keys separated by semicolon (:). 

Line 5 (optional, since v2.5.3): redirect address for API root. Specify the address of the web page of server 

to be redirected when calling the base API address. 

NOTE: the “checkuser.dat” configuration file is deprecated, please contact NextFEM Support for further 

information. 

5.2 Install as a background Windows® service 

To install the program as a background Windows® service, serving to port 81, run this command-line script: 

REM Run as Administrator 
sc create NFrestSrv binpath= "%~dp0\ConsoleRESTserver.exe -p 81 -userids" DisplayName= "NextFEM REST API HTTP server" start= auto 
net start NFrestSrv 
pause 

 

To uninstall it, run: 

REM Run as Administrator 
net stop NFrestSrv 
sc delete NFrestSrv 
pause 
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5.3 Install as a Microsoft® IIS web application 

Follow the procedure already described for REST API server. IIS acts as a reverse proxy of the NextFEM API 

REST server, allowing to configure separately eventual SSL certificates. This is the preferred configuration in 

working environments, as IIS can be configured to serve in HTTPS. 

A typical web.config is reported below: 

<?xml version="1.0" encoding="utf-8"?> 
<configuration> 
    <system.web> 
        <compilation debug="false" strict="false" explicit="true" targetFramework="4.8" /> 
    </system.web> 
  <system.webServer> 
    <handlers> 
      <add name="aspNetCore" path="*" verb="*" modules="AspNetCoreModuleV2" resourceType="Unspecified"/> 
    </handlers> 
    <aspNetCore processPath=".\ConsoleRESTserver.exe" arguments="-userids" stdoutLogEnabled="true" stdoutLogFile=".\logs\stdout" 
forwardWindowsAuthToken="false" hostingModel="outofprocess"/> 
  </system.webServer> 
</configuration> 

 

5.4 Install as an Azure App 

Azure App service can host NextFEM Server through this program. The configuration is the same as IIS 

service (see web.config), and the program will automatically recognize that host is Azure App service. 

5.5 Install as *nix service/daemon 

If the given binaries are in .NET Core for *nix platforms (Linux, FreeBSD, Mac OS), instructions below are 

directly applicable to Ubuntu Server and can be used as reference for other OS, with the needed 

adjustments. 

Please note that distribution files may vary depending on the target OS. Differently from Windows OS 

installations, solvers and related libraries must be placed in bin subfolder. 

Requirements 

.NET Core 8.0 must be installed on the system. 

sudo apt-get update && \ 
  sudo apt-get install -y aspnetcore-runtime-8.0 

 

The package requires libgdiplus to work. Install it with:  

sudo apt install libgdiplus 

 
(on FreeBSD use instead: pkg install libunwind libinotify icu libgdiplus ) 

 

The server can be started with: 

dotnet ConsoleRestServer.dll [-v] [-userids] 

 

Install daemon/service 

Create the file for service: 
 
sudo nano /etc/systemd/system/nf.service 

 
With the contents: 
 
[Service] 
WorkingDirectory=/www/nfs 
ExecStart=/usr/bin/dotnet /www/nfs/ConsoleRestServer.dll -userids 
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Restart=always 
# Restart service after 5 seconds if the dotnet service crashes: 
RestartSec=5 
KillSignal=SIGINT 
SyslogIdentifier=dotnet-nf 
User=www-data 
Environment=ASPNETCORE_ENVIRONMENT=Production 
Environment=DOTNET_NOLOGO=true 
 
[Install] 
WantedBy=multi-user.target 

 

Then start it: 
 
sudo systemctl daemon-reload 
sudo systemctl stop nf.service 
sudo systemctl start nf.service 
sudo systemctl status nf.service 
 

Check status with: 
sudo journalctl -fu nf.service --since today 

 

nginx as reverse proxy 

To use nginx as reverse proxy, follow these steps: 

sudo apt install nginx 
sudo nano in /etc/nginx/nginx.conf 
Put these lines in it: 
http { 
    map $http_upgrade $connection_upgrade { 
        default upgrade; 
        ''      close; 
    } 
        ## 
        # Basic Settings 
        ## 
... 
 
sudo nano /etc/nginx/sites-enabled/default 

 

Add these lines inside server {…} group (the following example is for subfolder /www/nfs, with /www as 

web server root): 

    location /nfs/ { 
        proxy_pass         http://127.0.0.1:5151/; 
        proxy_http_version 1.1; 
        proxy_set_header   Upgrade $http_upgrade; 
        proxy_set_header   Connection $connection_upgrade; 
        proxy_set_header   Host $host; 
        proxy_cache_bypass $http_upgrade; 
        proxy_set_header   X-Original-Path <path>; 
        proxy_set_header   X-Forwarded-For $proxy_add_x_forwarded_for; 
        proxy_set_header   X-Forwarded-Proto $scheme; 
        } 

with <path> the web subfolder in which the service is published (e.g. /nfserver). 

Restart nginx service. Then, the local service running on 5151 will be forwarded to http(s)://server/nfs 

endpoint. 

Please note that the reliability and safety of the installation is the responsibility of the licensee, hence 

amend the suggested commands as necessary. 

6 Using REST API directly 
NextFEM REST API Server uses the AutoREST technology, which allows to redirect an entire script/function 

to the desired REST API server, instead of being executed locally. This is done my calling the API 

connect([serverAddress]), which will redirect automatically all the subsequent calls. 
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Since v2.4.3.0, the documentation of the REST API is public, hence they can be used directly from any client. 

In the following, formats and conventions used for documenting REST API are explained. The vast majority 

of API REST calls uses the HTTP verb GET; POST is adopted when the request body contains data. 

Variables in path must be set in URL encoding prior to be sent (e.g. C25/30 becomes C25%2F30). 

REST path: shows the path after the server address (e.g. /model/colors/back should be used as 

https://<server>:<port>/model/colors/back) 

REST verb: shows the verbs available for the call amongst GET, POST, PUT, DELETE. 

OPTIONS is supported for CORS preflight procedures. HEAD is not supported. 

Properties with POST verb stores the value on server and replies with an empty message. 

REST header: lists the keys to be added in request header, in the format {“keyname”, keyvalue}. Keyname 

must be specified without quotes. E.g. {"val", value} means to add a header with key val and value. 

NOTE: serialize in JSON only when the passed object is not a base type. 

REST body: tells what to write in the body. Uses UTF-8 encoding. E.g. object 

NOTE: data in body must be always serialize in JSON. 

7 NextFEM REST API Client 
Since v2.2, NextFEM Designer allows to share model and results between applications and PCs (local and 

remote) through the REST API Server (AutoREST technology). 

To access a model opened in another PC, you can use the plugin REST API Client included with NextFEM 

Designer. Please follow these steps: 

− the remote pc should have the REST API Server plugin started 

− open REST API Client and specify the address of the remote computer (using IP instead of NTEBIOS 

name is advised), then press Connect 

− If the program can connect, the buttons in Model and Results boxes become active. 

 

Commands in the Model box: 

- Get << retrieves the model from remote PC 

- Send >> send the model to remote PC 



24 
 

- Merge << retrieves the model from remote PC and merge with existing 

- Merge >> send the model to remote PC and merge with existing 

Commands in the Results box: 

− Get << retrieves all results form remote PC 

− Send >> send all results to remote PC 

− Merge << merge all remote results with the local ones (useful in case of Non-linear loadcase 

merging) 

− Merge >> merge all local results with the remote ones on the remote PC. 

Commands in Local to remote box: 

− Start tunnel establish a communication tunnel with NextFEM servers. Every registered user on 

nextfem.it are eligible to start such tunnel 

− Stop tunnel stops the current tunnel 

− Copy token is available only when tunnel is active and copy the current token given by the remote 

server to the clipboard. 

 

8  NextFEM Python Console 
8.1 Python Console v2.8 and later 

In NextFEM Designer v2.8, this plugin has undergone a full rewrite, unifying the console into a single one. 

Its startup script installs or automatically updates the nextfempy package in the system. 

 

Users must have Python available in the PATH environment variable. Install Python (any version) if you 

don't have it already on your system. 

8.2 Python Console up to v2.7 

NextFEM APIs can be used with Python as well. This plugin helps developers in finding and testing every API 

instruction, directly in Designer and with immediate effect in the model. 

https://www.python.org/downloads/windows/
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This plugin works only with 64bit version of NextFEM Designer and needs Python 3.8 64bit installed in 

system. Users must have Python 3.8 available in the PATH environment variable. 

Direct link for downloading Python 3.8 64bit 

This plugin is formed by two boards: 

1. a Linked board in which every API method affects the model and the viewport. This has Python 

syntax and some basic functions, but it’s not a complete Python console. In the lower textbox, start 

typing “nf.” and the available commands will be suggested, as well as their arguments. Arguments 

between “<” and “>” are optional. API reference can be recalled by pressing Open API reference. 

2. An External board, which is a complete Python terminal. The instance of API (always called nf) is 

not linked to the model here. You can export the model from linked to external board by the 

button Export model. 

The other controls in this form are associated to the ViewState and undoOps enumerator and with the 

resize boolean variable as explained above. 

Since v2.2, you can connect any external Python console to the running instance of NextFEM Designer via 

the nf.connect() command. You must have the REST Server plugin active in NextFEM Designer. 

This is valid also for the External board of this plugin. Please note that, if you want to add nodes and/or 

elements to the live model, you have to select NoUndo in the refresh options, otherwise the 

nodes/elements added via remote API will be deleted on refresh. 

 

Nodes/elements added via external console will become available only on model refresh – switch to the 

Linked board and run any command (e.g. nf.getVersion()) to refresh the view. 

 

https://www.python.org/ftp/python/3.8.6/python-3.8.6-amd64.exe
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9  NextFEM Custom Report 

Custom Report is a plugin for NextFEM Designer able to insert in a DocX document file (typically made in 
Microsoft Word(R)) images, text and tables about model and results.  
By now, General Design module license is required to use this plugin. 

Custom Report automatically seeks in the folder where model is saved if a DocX template is available. File 
must be called “reportTemplate.docx”. If there’s such file, it will be loaded automatically. 

(1)  (2)  

(3)  

Let’s see which commands are available inside this plugin: 

1. tab 1 contains commands to load your .docx template and for writing report; 
2. tab 2 allows to see graphically how viewport is screen-shot inside the report. Please position your 

model in the best way possible. To insert a screenshot of the model as it, use keyword #image.asis# 
in the Word document; 

3. tab 3 contains options: you can specify the font for tables and its size. Keywords to be included in 
the docx template are listed. Read the following for their explanation. 

The docx template is a simple document containing keywords, that will be replaced with the requested 
contents. The available keywords are: 

Comments can be inserted by embracing them between ###. 
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Keyword Description 

##text.name## Name of the current model file 

##text.nodesnumber## Number of nodes 

##text.elementsnumber## Number of elements 

##text.length## Length unit 

##text.force## Force unit 

##text.beamdiagram(ID,loadcase,time,type,station)## 
Beam diagram value for current element ID, loadcase, 
time, type is 1=N, 2=Vy, 3=Vz, 4=Mt, 5=My, 6=Mz; station 
can be 1=I, 2, 3, 4 or 5=J 

##text.nodalreaction(nodeID,loadcase,time,type)## 
Nodal reactions for the selected nodeID, loadcase, time, 
type is 1=X, 2=Y, 3=Z, 4=RX, 5=RY, 6=RZ 

##text.maxverticalnodalreaction## Maximum nodal reaction in Z direction 

##text.minverticalnodalreaction## Minimum nodal reaction in Z direction 

##text.elementconnectivity(elemID)## Element connectivity for elemID 

##text.functiondata(functionID)## User data for functionID 

    

##table.nodes## Node tables with coordinates 

##table.elements## Element tables with connectivity 

##table.checking(loadcase,time)## Checking results table for current loadcase and time 

##table.materials## Table of materials with main properties 

##table.sections## Table of sections with main properties 

##table.combinations## Table of combinations set in the model 

##table.modesandpartmasses## Table of modes and participating masses ratios 

##table.generic(key,fontSize)## 
Generic table given by a list of arrays of strings. To be 
used from API only. See compileDocX API 

##table.beamforces## Table of beam forces in load cases and combinations 

    

##image.asis## Image as displayed in viewport 

##image.extruded## Image of extruded model 

##image.nodesnumber## Image of the model with nodes numbers 

##image.elementsnumber## Image of the model with elements numbers 

##image.showloads(loadcase)## Image of applied loads for selected loadcase 

##image.beamdiagram(loadcase,time,type)## 
Image of beam diagrams for the current loadcase, time 
and type ( 1=N, 2=Vy, 3=Vz, 4=Mt, 5=My, 6=Mz) 

##image.areaforce(loadcase,time,type)## 

Image of area forces for the current loadcase, time and 
type ( 1=fxx, 2=fyy, 3=fxy, 4=mxx, 5=myy, 6=mxy, 7=qxz, 
8=qyz, 9=mxWAbot, 10=myWAbot, 11=mxWAtop, 
12=myWAtop, 13=mxWA, 14=myWA) 

##image.soilpressure(loadcase,time)## Image of soil pressure for selected loadcase and time 

##image.path(imagePath,sizeRatio)## 
Image from external path. SizeRatio is the percentage of 
the page width 

##image.elementsection(elemID,station,sizeRatio)## 
Insert image of the element section. SizeRatio is the 
percentage of the page width 

##image.functionplot(functionID,sizeRatio)## 
Insert plot of the selected function. SizeRatio is the 
percentage of the page width 

##image.functionplots(sizeRatio)## 
Insert plots of all functions in the model. SizeRatio is the 
percentage of the page width 

##image.base64(string,sizeRatio)## 
Image from PNG Base64 string. SizeRatio is the 
percentage of the page width 
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##image.elementfiresection(elemID,station,sizeRatio)## 
Insert image of the element section at the end of thermal 
analysis. SizeRatio is the percentage of the page width 

##image.firesections(sizeRatio)## 
Insert images of all element sections at the end of thermal 
analysis. SizeRatio is the percentage of the page width 

##image.section(sectID,sizeRatio)## 
Insert image of the specified section. SizeRatio is the 
percentage of the page width 

##image.sectionNAxis(sectID,calcType,domainType,N,M
yy,Mzz,Nserv,Myyserv,Mzzserv,sizeRatio)## 

Insert image of the specified section with its section axis, 
consistent with the forces provided. SizeRatio is the 
percentage of the page width 

##image.sectionResDomain(sectID,calcType,domainTyp
e,N,Myy,Mzz,Nserv,Myyserv,Mzzserv,sizeRatio)## 

Insert image of the domain of the specified section, 
consistent with the forces provided. SizeRatio is the 
percentage of the page width 

##image.sectionMcurvature(sectID,N,Myy,Mzz,Nserv,M
yyserv,Mzzserv,sizeRatio)## 

Insert image of the moment-curvature diagram of the 
specified section, consistent with the forces provided. 
SizeRatio is the percentage of the page width 

##image.userview(name,sizeRatio)## 
Insert named image from Views control.SizeRatio is the 
percentage of the page width 

##image.alluserviews(sizeRatio)## 
Insert all images from Views control. SizeRatio is the 
percentage of the page width 

    

##equation(size,asciiFormula)## 
Insert equation in Ascii math format. First parameter is 
the font size. 

    

##fromfile(path)## Copy text only from external DocX file specified in path (*) 

##fromfilet(path)## 
Copy tables only from external DocX file specified in path 
(*) 

##fromfileall(path)## 
Copy all items from external DocX file specified in path (*). 
Incomplete support for this function, usage is strongly 
discouraged. 

##check.details(checkName)## 
Get verification data from an already checked element. 
CheckName is the name of the checking set. 

(*) Generally, absolute path is required. NextFEM API allow also a couple of shortcuts for handling paths: 

− “_base_” represents the base directory of the caller program (e.g. 

##fromfile(_base_\sample\doc.docx)##) 

− “_temp_” represents the temporary folder, as set by the tempFolder API property or in NextFEM 

Designer options (e.g. ##fromfile(_temp_\sample\doc.docx)##). 

The table.generic function can be used from API only, and table has to be passed as a list of arrays of 

strings in compileDocX API.  

The first row is always rendered as header, in bold and centered. Headers can contain ¶ for superscript and 

¬ for subscript, as described in the next chapter. 

The subsequent rows represent data in the table. For each cell, the following prefixes apply: 

1. Color: <red>, <blue>, <green>, <gray> 

2. Alignment: <a1> left, <a2> center, <a3> right 

3. Bold: <b> 
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10 Reporting with API 
 

Also APIs can be used for compiling reports.  The following Python code sample creates a new DocX 

document and insert a key (between ## characters). Then the document is compiled and the key 

substituted with a value from dictionary. 

    nf.createDocX(savedir + r"testReport.docx",["Test report"]) 
    nf.appendDocXtext(["##MRd##"]); nf.appendDocXtext(["##cm2##"]) 
    # dictionary from System.Collections 
    dict1 = Dictionary[String, String]() 
    dict1["MRd"]="M¬Rd¬=12kN"; dict1["cm2"]="cm¶2¶" 
    nf.compileDocX(dict1) 
    nf.saveDocX() 

 

The sample code above shows the usage of sub- and superscript: 

− Wrap the superscript between the ¶ character 

− Wrap the subscript between the ¬ character. 

There are other options for compiling a DocX document, such as: 

− Color of the text can be specified via the c: option (e.g. ##textkey(c:-65536)## will insert the value 

of textkey in red). The color is specified in RGB format as integer; 

− Style of the text can be specified via the style: option (e.g. ##textkey(style:stylename)## will insert 

the value of textkey in red). “stylename” is the name of an existing text style in the document; 

− Format of a numerical value can be specified via the fmt: option (e.g. ##numvalue(fmt:0.00)## will 

print the numerical value associated to numvalue in the format 0.00). If the value associated with 

the key is not a number, the format keyword is ignored. 

 

 



30 
 

11  Material library customization 
The material library can be expanded by writing a CSV file (i.e. a text file using the semicolon separator), as 

in the following examples.  

- Steel 

Name;Code;E [MPa];G [MPa];n_;fyk [MPa];ftk [MPa];Wd [kN/m^3];Md [ton/m^3];CheckType 
S235;UNI EN 10025-2;210000;80769;0.3;235;360;78.6;0.801;1 
S275;UNI EN 10025-2;210000;80769;0.3;275;430;78.6;0.801;1 

- Concrete 

Name;Code;E [MPa];G [MPa];n_;fck [MPa];Wd [kN/m^3];Md [ton/m^3];CheckType 
C8/10;NTC2008;25331;10555;0.2;8;25;254.841998 
C12/15;NTC2008;27085;11285;0.2;12;25;254.841998 

The column CheckType specifies the verifications associated with the material. Insert: 

­ 1 for Steel 

­ 2 for Aluminium/Alloy 

­ 3 for Concrete 

­ 4 for Timber 

­ 0 for other materials. 

For other types of materials, all the columns are mandatory, except for “Md” – mass density, which will be 

calculated by the program in consistent units from Wd – weight density.  

Natively supported fields are: 

- E: Young modulus 

- n_: Poisson ratio 

- G: shear modulus 

- fk: characteristic strength 

- Wd: weight density 

- a_T: thermal coefficient for linear deformation 

- K: heat conductivity 

- Cp: specific heat capacity 

The property name can be followed by square brackets containing the unit of measure (eg. “E [MPa]”). 

The file must be placed in the “data” folder and its extension must be *.nfm. 
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12 Section library customization 
The section library can be expanded by writing a CSV file (i.e. a text file using the semicolon separator) as 

follows:  

Name;Code;h [mm];b [mm];tw [mm];tf [mm];r [mm];A [cm^2];Jy [cm4];Wey [cm^3];Wpy [cm^3];iy [cm];Avz [cm^2];Jz [cm^4];Wez [cm^3];Wpz [cm^3];iz [cm] 
IPE A 80;UNI;78;46;3.3;4.2;5;6.375401837;64.37774091;16.50711305;18.97743881;3.177708713;3.070001837;6.852668856;2.979421242;4.692462888;1.036754887 

… 

The first four columns are mandatory.  

Natively supported fields are: 

- h: height 

- b: base 

- d: diameter 

- t: thickness (for pipe sections) 

- tw: web thickness 

- tf: flange thickness 

- A: area of the section 

- Jz: moment of inertia with respect to horizontal axis 

- Jy: moment of inertia with respect to vertical axis 

- Wez: elastic strength modulus with respect to horizontal axis 

- Wey: elastic strength modulus with respect to vertical axis 

- Wpz: plastic strength modulus with respect to horizontal axis 

- Wpy: plastic strength modulus with respect to vertical axis 

- Avz: shear area with respect to horizontal axis (local z) 

- Avy: shear area with respect to horizontal axis (local y) 

- gap: horizontal distance for double sections (eg. double L or double C). 

The property name can be followed by square brackets containing the unit of measure (eg. “h [cm]”). 

The Type columns specifies the shape of the section. Insert: 

- 0 for unknown or generic 

- 1 for rectangular 

- 2 for circular 

- 3 for C shape 

- 4 for T shape 

- 5 for double-T o I 

- 6 for L shape 

- 7 for box 

- 8 for pipe 

- 9 for double L 

- 10 for double C. 

The file must be placed in the “data” folder and its extension must be *.nfs. 

12.1 Library of sections defined by points 

Sections defined by points can be inserted in a *.nfs file like in the previous case, but with the following 

fields: 
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Name;Code;PointsXf1 [mm];PointsYf1 [mm];PointsXe2 [mm];PointsYe2 [mm];PointsXf3 [mm];PointsYf3 [mm];Class;OffsetX [mm];OffsetY 
[mm];alphaLT;alphay;alphaz;Jw [mm^4] 
TestSect;custom;0,20,20,0;0,0,20,20;4,8,8,4;4,4,8,8;0;0;3;0;0;0.76;0.76;0.76;0 
…  

 

First 2 columns are mandatory, and value of Code column must be set to “custom”. Series of points can be 

whichever needed, by following this codification for columns names: 

PointsXpN [units];PointsYpN [units]; 

 

in which p is equal to “f” for filled figures and “e” for holes; N is the progressive number of series, the same 

for filled and empty shapes. All the columns after section offsets are inserted in section custom values (e.g. 

alphaLT;alphay;alphaz;Jw). 
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13  Custom verifications 
It is possible to customize the list of verifications with the notation described in the following. The text file 

containing checking can be placed in the “verification” folder in the program installation directory and must 

have the “.nvv” extension (see for example trusses.nvv).  

Such file can be edited with: 

- Notepad++, with the setting for the syntax highlight that can be found in the “verification” folder (file 

NextFEMVerifications.xml); 

- Visual Studio Code with Custom Coloring plugin for syntax highlight. Setting for this plugin are in the file 

NextFEMverification_vsCode.json contained in the folder “verification” as well. 

The checking engine supports the code execution in blocks. Each block is delimited by the identifiers as in the 

following example and must the named with a floating point number (0.6). 

$$0.6 

# this is a comment 

execif(SecType==1,1.0) 

$! 

To call each block, the following keywords are available: 

- exec(0.6) : executes the code block named 0.6 

- execif(condition, 0.6): executes the code block named 0.6 is condition is true; 

- execwhile(condition, 0.6): executes the code block named 0.6 while condition is true. The variable 

exitdo equal to 1 within the code block forces the exit. Limited to 10000 cycles. 

Formulas can be written using the following operators/functions: 

Addition: + 

Subtraction: - 

Multiplication: * 

Division: / 

Modulo: % 

Exponentiation: ^ 

Less than: < 

Less than or equal: <= or ≤ 

More than: > 

More than or equal: >= or ≥ 

Equal: == 

Not Equal: != or ≠ 

Sine: sin 

Cosine: cos 

Arcsine: asin 

Arccosine: acos 

Tangent: tan 

Cotangent: cot 

Arctangent: atan 

Arc cotangent: acot 

Natural logarithm: loge 

https://notepad-plus-plus.org/
https://code.visualstudio.com/
https://marketplace.visualstudio.com/items?itemName=altrue.CustomColoring


34 
 

Common logarithm: log10 

Logarithm: logn 

Square root: sqrt 

Conditional key: if(var<var2,1,0) 

Boolean operator: and(cond1,cond2) 

Boolean operator: or(cond1,cond2) 

Boolean operator: not(cond) 

 

The hardcoded variables are: 

- Model units handling 

o unitconv: converts between units. Usage: unitconv(oldUnits,newUnits,Value). 

Example: Eps=sqrt(235/unitconv(model_S,MPa,fk)) 

converts fk from stress units in the model  to MPa 

o rcsect: calculates resisting moments of a RC section, storing them in Mry and Mrz. 

Usage: rcsect(N,Myy,Mzz) 

o skipItem: if =1, skips the subsequent checking. To be used only in the time-dependent 

load cases (for example, linear dynamic analysis) 

o model_L: placeholder for the length unit in the model 

o model_F: placeholder for the force unit in the model 

o model_FL: placeholder for the force per length unit in the model 

o model_T: placeholder for the temperature unit in the model 

o model_M: placeholder for the mass unit in the model 

o model_S: placeholder for the stress unit in the model 

o isVarDefined(var): checks if a variable is defined (1) or not (0) 

o Halt: stops the execution; 

o addUtable:  adds an user table at runtime, and returns the ID of the table. Usage: 

addUtable(numColumns, columnsHeaders, data by row including row header). 

Example: tid=addUtable(3,1,2,3,100,4,5,6,101,4,5,6,102,4,5,6,103,4,5,6)  

adds the following table: 

  1 2 3 

100 4 5 6 

101 4 5 6 

102 4 5 6 

103 4 5 6 

o UtableAt: returns the value at i, j of a table. Usage: UtableAt(table ID,i,j) 

o UtableInterpValues:  gives the bilinear interpolation for the table. Usage: 

results=UtableInterpValues(table ID, value on row headers, value on column headers). 

Example: res1= UtableInterpValues(tid,101.3,2.5) gives 5.5 as a result. 

o addRebar: adds longitudinal rebar to the current element.  

The function returns 0 if it fails or design material cannot be found. 

Usage: addRebar(zCoord, yCoord, rebarArea, design material ID, startAt [0,1), endAt 

(0,1] ).  

Example: addRebarL(40,40,201.0,2,0,1) 

adds a rebar of area 201.0 at position 40, 40 from the bottom left corner of the section, 

for the whole element. 
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o addStirrups: adds stirrups to the current element.  

The function returns 0 if it fails or design material cannot be found. 

Usage: addStirrups(legs in Y, legs in Z, single bar area, spacing, design material ID, 

startAt [0,1), endAt (0,1] ). 

Example: addStirrups(2, 2, 50.0, 200, 2, 0,1) 

adds 2-by-2 legs stirrups, each one of area 50.0, at 200 of spacing, for the whole 

element. 

o clearRebar: clear all rebar, including stirrups, in the current element. 

o getBarDiam: gets the minimum diameter of a longitudinal bar required to satisfy the 

given area. The output is in mm. Example: getBarDiam(2.01) # for a model in cm, 

returns 16. 

o getStirrupDiam: gets the minimum diameter of a stirrup bar required to satisfy the 

given area. The output is in mm. Example: getStirrupDiam(0.5) # for a model in cm, 

returns 8. 

o TranslateMomentZZ: gives maximum and minimum moments around z local axis for 

the given position, translated by a quantity delta. Syntax: TranslateMomentZZ(position, 

delta). The argument position is contained in the built-in dataset for elements in the 

variable pos. This function returns or overwrite the variables Mzzmax and Mzzmin. 

o TranslateMomentYY: gives maximum and minimum moments around y local axis for 

the given position, translated by a quantity delta. Syntax: TranslateMomentYY(position, 

delta). The argument position is contained in the built-in dataset for elements in the 

variable pos. This function returns or overwrite the variables Myymax and Myymin. 

o FireSectionStrength: loads a thermal map of a section and use it to estimate element 

strength. It is available in the FireSafe module. The filename containing thermal results 

for the station must be saved inside the “fireSect” key in custom properties of the 

element. Syntax:  FireSectionStrength(station,N,Myy,Mzz). The argument station is the 

checking station, typically from 1 to 5. 

o round: round a floating point number to the nearest integer. Ex. round(12.6) returns 

13.0. 

o ceil: round up a floating point number. Ex. ceil(12.3) returns 13.0. 

o floor: round down a floating point number. Ex. floor(12.6) returns 12.0. 

 

- Built-in general dataset: 

o ServType: indicates if the current serviceability combination is characteristic (rare) (1), 

frequent (2) or quasi-permanent (2). The value is 0 if the combination is not of 

serviceability type. 

o Seismic: indicates if the current combination is seismic (1) or not (0). The value 1 is 

always associated to ServType=0. 

o time: current time. 

 

- Built-in dataset for elements: 

o A: Area 

o Jz: Moment of inertia around z-axis 

o Jy: Moment of inertia around y-axis 

o Jmin: Minimum moment of inertia  

o Jt: Torsional Inertia 
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o D: Diameter of circular cross sections 

o Di: Inner diameter of pipe cross sections 

o te: Thickness of pipe cross sections 

o b: Base for any other cross sections 

o h: Height for any other cross sections 

o tw: web thickness 

o tf1: thickness of bottom flange 

o tf2: thickness of upper flange 

o t: thickness for planar sections 

o N: Axial force of the current section of a beam 

o Vy: Shear force along y direction of the current section of a beam 

o Vz: Shear force along z direction of the current section of a beam 

o Mt: Twisting moment of the current section of a beam 

o Myy: Moment around y local axis of the current section of a beam 

o Mzz: Moment around z local axis of the current section of a beam 

o rMyIJ: ratio between Myy at end I and at end J of the beam 

o rMzIJ: ratio between Mzz at end I and at end J of the beam 

o MmaxY: maximum moment around y axis for the whole element or member 

o MmaxZ: maximum moment around z axis for the whole element or member 

o MminY: minimum moment around y axis for the whole element or member 

o MminZ: minimum moment around z axis for the whole element or member 

o Em: material Young modulus 

o Gm: material shear modulus 

o NIm: material Poisson’s ratio 

o fk: material characteristic strength 

o WelZ: section modulus for z axis 

o WelY: section modulus for y axis 

o WplZ: plastic section modulus for z axis 

o WplY: plastic section modulus for y axis 

o iz: radius of inertia for z axis 

o iy: radius of inertia for y axis 

o imin: minimum radius of inertia 

o SecType: 1=beam, 2=planar, 0=unknown 

o SecBeamType: 0=unknown, 1=rectangular, 2=circular, 3=Cshape, 4=Tshape, 

5=DoubleTshape, 6=Lspahe, 7=box, 8=pipe 

o MatType: type of material. Steel 1, Aluminium 2, Concrete 3, Timber 4, Masonry 5, 

Fragile in tension 6, unknown 0. 

o dx: axial relative displacement along beam axis 

o dy: transversal deflection in local direction y 

o dz: transversal deflection in local direction z 

o L0yy: buckling length for bending around y local axis 

o L0zz: buckling length for bending around z local axis 

o L0: maximum buckling length between L0yy and L0zz 

o pos: of the current section of a beam, in model units 

o LvyI: contraflexure length from end I, ratio Myy/Vz in station 1 

o LvyJ: contraflexure length from end J, ratio Myy/Vz in station 5 
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o LvzI: contraflexure length from end I, ratio Mzz/Vy in station 1 

o LvzJ: contraflexure length from end J, ratio Mzz/Vy in station 5 

o fxx: force in x local direction (element centre) 

o fyy: force in y local direction (element centre) 

o fxy: shear force in xy direction (element centre) 

o fzz: force in z local direction (element centre) 

o fxz: shear force in xz direction (element centre) 

o fyz: shear force in yz direction (element centre) 

o mmxx: moment around x local direction (element centre) 

o mmyy: moment around y local direction (element centre) 

o mmxy: moment around xy direction (element centre) 

o mmzz: moment around z local direction (element centre) 

o mmxz: moment around xz direction (element centre) 

o mmyz: moment around yz direction (element centre) 

o time: current time step 

o temp: average element temperature in the current step 

o isWall: if wall groups is defined for the current planar element returns 1, 0 otherwise. 

o Column: if the current beam element is vertical returns 1, 0 otherwise. It is not defined 

for other types of elements. 

 

- Built-in dataset for nodal results: 

o dx: nodal displacement in X direction 

o dy: nodal displacement in Y direction 

o dz: nodal displacement in Z direction 

o rx: nodal rotation around X axis 

o ry: nodal rotation around Y axis 

o rz: nodal rotation around Z axis 

o vx: nodal velocity in X direction 

o vy: nodal velocity in Y direction 

o vz: nodal velocity in Z direction 

o vrx: nodal velocity around X axis 

o vry: nodal velocity around Y axis 

o vrz: nodal velocity around Z axis 

o ax: nodal acceleration in X direction 

o ay: nodal acceleration in Y direction 

o az: nodal acceleration in Z direction 

o arx: nodal acceleration around X axis 

o ary: nodal acceleration around Y axis 

o arz: nodal acceleration around Z axis 

o Rex: nodal reaction in X direction 

o Rey: nodal reaction in Y direction 

o Rez: nodal reaction in Z direction 

o Rerx: nodal reaction around X axis 

o Rery: nodal reaction around Y axis 

o Rerz: nodal reaction around Z axis 

o sxx: nodal stress in X direction 
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o syy: nodal stress in Y direction 

o sxy: nodal shear stress in XY direction 

o szz: nodal stress in Z direction 

o sxz: nodal shear stress in XZ direction 

o syz: nodal shear stress in YZ direction 

o fxx: nodal force in X direction 

o fyy: nodal force in Y direction 

o fxy: nodal shear force in XY direction 

o fzz: nodal force in Z direction 

o fxz: nodal shear force in XZ direction 

o fyz: nodal shear force in YZ direction 

o mxx: nodal moment around X direction 

o myy: nodal moment around Y direction 

o mxy: nodal moment around XY direction 

o mzz: nodal moment around Z direction 

o mxz: nodal moment around XZ direction 

o myz: nodal moment around YZ direction 

o time: current time step 

o temp: nodal temperature in the current step. 

13.1 Documenting checks 

Since v2.0.3.2, comments, checking formulae and images can be added to a verification report. This is the 

suggested workflow: 

1. Run checking as usual with a properly commented script; 

2. Obtain the verification log (available as plain text for a single station); 

3. Create a .docx document and paste the content of the verification log; 

4. Render the .docx document in Custom Report plugin or via API. 

A properly commented script can be written as follows. 

# this is a comment - Verification file for truss elements 
# lines can be separated by |. Literals are wrapped by ~. Variables can be used between » 
§A§ ###| Section properties |~ ##image.elementsection(»ElNum»,»Station»,0.35)##~ 
§s_str§ ###| Axial check |~ ##equation(14,{\sigma _{str}} = \frac{{\left| N \right|}}{A})##~ 
s_str=abs(N)/A 
# convert 220MPa in model stress units 
s_adm=unitconv(MPa,model_S,220) 
# Check the formulas below 
@Axial 
rN=s_str/s_adm 
 

Let’s see which are the effects of the line: 

§s_str§ ###| Axial check |~ ##equation(14,{\sigma _{str}} = \frac{{\left| N \right|}}{A})##~ 
 

The first part (§s_str§) indicates to which variable refer the comment. This means that the comment will be 

placed before the variable named s_str introduced in the code. Newlines are represented by the character 

“|”. Hence, the previous line will render as: 

 ### 
 Axial check 
 ##equation(14,{\sigma _{str}} = \frac{{\left| N \right|}}{A})## 
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The last line is compatible with Custom Report processor, and asks the compiler to replace that line with an 

equation image. The equation is described in LaTeX format and it will be rendered like in the following 

picture. 

Let’s have a look also to the other line: 

§A§ ###| Section properties |~ ##image.elementsection(»ElNum»,»Station»,0.35)##~ 
 

This is a reference to a built-in variable (A, which is the area of the transversal section). In this case we ask 

the DocX compiler to add an image of the element’s section. To do this, the keyword should report the 

number of the element. 

In order to have the correct output, e.g. for element 120, station 1 (I-end): 

 ### 
 Section properties 
 ##image.elementsection(120,1,0.5)## 
 

We recalled the element number by using directly one of the variable in checking (ElNum), written between 

the “»” character. This is a simple variable replacement; operations in variables are not permitted but can 

be demanded to the script itself before the comment. 

 

13.2 Custom checking sample 

The syntax is very simple and straightforward, you can even copy your formulas from a spreadsheet since 

the most common math functions are supported. 

The script must be loaded in the Verification window (Results/Verifications… command); to do so, create a 

text file and place it into the subfolder “verification” in the program installation directory (typically it’s  

C:\Program Files\NextFEM\NextFEM Designer\verification). 

The file must have the extension .nvv to be read automatically and to appear in the drop-down list as 

below. 

 

You can also edit your script in the text area of Verification window, or you can modify the file outside the 

program. 
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Writing checks 

We recommend an editor with syntax highlight for writing your script, such as Notepad++ (https://notepad-

plus-plus.org/) or Visual Studio Code (see chapter 7).  

A setting for the syntax highlight for Notepad++ can be found in the “verification” folder 

(NextFEMVerifications.xml). From inside Notepad++, it can be loaded with the command Language/Define 

your language… and by clicking on Import… . Then, you’ll find the entry “NextFEMVerifications” in the top 

dropdown menu. Also, in the tab Keyword Lists, you can see all the supported commands for scripting that 

will be highlighted during editing. 

 

Open the sample script called “trusses.nvv” supplied with the program, in the “verification” folder. 

https://notepad-plus-plus.org/
https://notepad-plus-plus.org/
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The few lines contained are self-explanatory. Note the keyword “unitconv” to convert units (“model_S” is 

the current stress units in the model), the @ character to create a column as output and the if(condition, 

true, false) structure. 

In this tutorial, we’ll gradually see how to develop a more complex script that can suit your needs. 

Using blocks 

The checking engine supports the code execution in blocks. Each block is delimited by the identifiers as in the 

following example and must be named with a floating-point number (for example, 0.6). 

$$0.6 

# this is a comment – we are inside the block named 0.6 

# the block named 1.0 will be executed only if the variable SecType is equal to 1 (==) 

execif(SecType==1,1.0) 

$! 

 

To call each block for execution, the following keywords are available: 

- exec(0.6) : executes the code block named 0.6 

- execif(condition, 0.6): executes the code block named 0.6 is condition is true. 

 

Customizing output 

Output coming from your checking is organized in columns containing numbers or Boolean values (true or 

false). To declare a column, use the character @ before the column name, the write the output quantity in 

the following line. For example: 

@MomentCheck 

MEd/MRd 

 

This will create a column named “MomentCheck” and will insert the value resulting from the expression 

MEd/MRd in the row corresponding to the node or the element to be checked. 
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Script example 

Variables don’t need to be declared; simply initialize them with a value or an expression. For example: 

# design yield strength 391.3 MPa 

fyd=391.3 

# 500 mm section height 

h=450 

# 50 mm concrete cover 

c=50 

# 628 mm2 lower bars - 2phi20 

AsInf=400 

# 308 mm2 upper bars - 2phi14 

AsSup=280 

# 20x10^6 Nmm = 20.0 kNm Design Moment 

MEd=2.0E7 

 

By default, all variables are double, but you can always use them as a lower type: 

# variable used as a boolean: 1 is true, 0 is false 

positiveMoment=if(MEd>=0,1,0) 

 

Let’s see in action a simple script to estimate the rebar area needed in a concrete beam. Blocks can be 

inserted freely at any line of the code. 

# design yield strength 391.3 MPa 

fyd=391.3 

# 500 mm section height 

h=450 

# 50 mm concrete cover 

c=50 

# 628 mm2 lower bars - 2phi20 

AsInf=400 

# 308 mm2 upper bars - 2phi14 

AsSup=280 

# 20x10^6 Nmm = 20.0 kNm Design Moment 

MEd=2.0E7 

 

# variable used as a boolean: 1 is true, 0 is false 

positiveMoment=if(MEd>=0,1,0) 

 

# call the function 5.0 

exec(5.0) 

 

# conditional function call: positiveMoment is true so 2.0 will be called 

execif(not(positiveMoment),1.0) 

execif(positiveMoment,2.0) 

 

# Negative Resistant Moment estimate 

$$1.0 
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  MRd=-0.9*d*fyd*AsSup 

  minArea=MEd/(-0.9*d*fyd) 

$! 

 

# Positive Resistant Moment estimate 

$$2.0 

  MRd=0.9*d*fyd*AsInf 

  minArea=MEd/(0.9*d*fyd) 

$! 

 

# calculate effective section height 

$$5.0 

  d=h-c 

$! 

 

@MomentCheck 

MEd/MRd 

@_MinimumNeededArea 

minArea 

To start, you must have results in our model, otherwise the checking will not be executed. 

First of all, copy the sample script in the text box. Then choose the set of data you need in the first 

dropdown menu (Element results), and the number of stations (Use 3 stations). To see all the values for the 

elements given by default, please check the scripting reference in Chapter 4 of the users’ manual. 

Finally press Perform check, the table on the left will be populated with 3 rows for each element. 

 

 

Columns highlight 

If a column contains a values that is greater than 1, the entire row will be automatically highlighted in red. 

Try to append the following code to the previous script: 

@Area1 

https://www.nextfem.it/webManuals/en/
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minArea 

 

 

If you press the button “Reload saved checks”, the program will compact the rows by using the maximum 

for each element. 

 

To avoid highlighting in a certain column, declare it with “@_”. For example: 

@_Area1 

minArea 
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Dimensioning concrete members 

Using some special commands, it’s possible to dimension concrete members by adding longitudinal and 

shear reinforcements on the base of custom relationships. 

In the following, you can find a sample to dimension concrete beams by calculating the needed shear area 

under pure flexural behaviour. 

# dimensioning of rebar in a beam part of a rigid diaphragm – clear all rebar in current element 

clearRebar 

# long. rebar strength fydl 

fydl=unitconv(MPa,model_S,391.3) 

# stirrup strength 

fyds=fydl 

# design moment - take maximum and minimum over beam 

Mpos=MmaxZ 

Mneg=MminZ 

 

# set rebar cover to 40mm 

c=unitconv(mm,model_L,40) 

# calculate effective section height 

d=h-c 

 

# estimate rebar area for design moments 

AsTop=max(abs(Mpos)/(0.9*d*fydl),0.0013*b*d) 

AsBot=max(abs(Mneg)/(0.9*d*fydl),0.0013*b*d) 

 

# insert rebar in the model - find bar diameter for 3 bars at bottom and 3 at top 

nBars=3 

TopD=getBarDiam(AsTop/nBars) 

BotD=getBarDiam(AsBot/nBars) 

TopArea=pi*TopD^2/4 
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TopArea=unitconv(mm^2,model_L^2,TopArea) 

BotArea=pi*BotD^2/4 

BotArea=unitconv(mm^2,model_L^2,BotArea) 

 

# stirrups D=8mm 

stirrArea=unitconv(mm^2,model_L^2,50) 

stirrSpac=unitconv(mm,model_L,150) 

 

# cycle for bars 

i=1 

xdim=(b-2*c)/(nBars-1) 

execwhile(i<=nBars,1.0) 

$$1.0 

    # design material ID for bars = 2 

    # X coord., Y coord., bar area, design material ID, Linit [0,1), Lend (0,1] 

    # top 

    addRebarL(-b/2+c+xdim*(i-1),h/2-c,TopArea,2,0,1) 

    # bottom 

    addRebarL(-b/2+c+xdim*(i-1),-h/2+c,BotArea,2,0,1) 

    # shear reinforcements 

    # legs in Y, legs in Z, bar area, spacing, design material ID = 2, Linit [0,1), Lend (0,1] 

    addStirrups(2, 2, stirrArea, stirrSpac, 2, 0,1) 

    i=i+1 

$! 

 

The code above estimates the needed rebar area to resist the bending moment around the major section 

axis. The instructions to add rebar to beams are: 

o addRebar: adds longitudinal rebar to the current element. 

Usage: addRebar(zCoord, yCoord, rebarArea, design material ID, startAt [0,1), endAt 

(0,1] ).  

Example: addRebarL(-b/2+40,-h/2+40,201.0,2,0,1) 

adds a rebar of area 201.0 at position 40, 40 from the bottom left corner of the section, 

for the whole element. 

From version 1.8.3, the position of the rebar must be given with respect to the center 

of the section. 

o addStirrups: adds stirrups to the current element.  

Usage: addStirrups(legs in Y, legs in Z, single bar area, spacing, design material ID, 

startAt [0,1), endAt (0,1] ). 

Example: addStirrups(2, 2, 50.0, 200, 2, 0,1) 

adds 2-by-2 legs stirrups, each one of area 50.0, at 200 of spacing, for the whole 

element. 

o clearRebar: clear all rebar, including stirrups, in the current element. 

o getBarDiam: gets the minimum diameter of a longitudinal bar required to satisfy the 

given area. The output is in mm. Example: getBarDiam(2.01) # for a model in cm, 

returns 16. 
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o getStirrupDiam: gets the minimum diameter of a stirrup bar required to satisfy the 

given area. The output is in mm. Example: getStirrupDiam(0.5) # for a model in cm, 

returns 8. 

 

TranslateMomentYY and TranslateMomentZZ 

As required by the codes (EC2 6.2.2 (5) and 6.2.3 (7)), due to the fragile behavior of the concrete and the 

formation of diagonal cracks, it is necessary to carry out the resistance verification of a section using an 

increased value of the tensile force on stretched bars. 

In the practice of a structural verification procedure, this is equivalent to carrying out a translation of the 

envelope diagram of the bending moment, choosing the most penalizing combination of stresses. This 

translation distance is a function of the inclination of the concrete struts and the useful height of the 

section. 

To get the translated value of the solicitation moment to be used in a verification script for NextFEM 

Designer, you can use the TranslateMomentYY and TranslateMomentZZ functions: 

# Produces the variables Mzzmax, Mzzmin 

TranslateMomentZZ (deltaZZ, position) 

# Produces the Myymax, Myymin variables 

TranslateMomentYY (deltaYY, position) 

The required input parameters are: 

- deltaZZ: the translation distance along the axis line for the moment around Z 

- deltaYY: the distance of translation along the axis line for the moment around Y 

- position: the position at which the values of the moment translated diagram are to be obtained. 

Measured from Node I along the axis line 

The two functions respectively create the variables Mzzmax, Mzzmin, Myymax and Myymin which contain 

the maximum and minimum values, for the given position, of the moment diagrams. 

If the element under test is part of a member consisting of more than a single element, the 

TranslateMomentYY and TranslateMomentZZ functions carry out the calculation using the bending moment 

diagrams of the contiguous elements if position + delta and position - delta fell outside the current element. 

Finally, to dimension RC beams and walls you can use the following script, that uses block to distinguish 

which code to execute on the base of the current element. 

 

# dimensioning of rebar in a beam part of a rigid diaphragm 

clearRebar 

# long. rebar strength fydl 

fydl=unitconv(MPa,model_S,391.3) 

# stirrup strength 

fyds=fydl 

# translate moment for current position (null translation) - major axis 

TranslateMomentZZ(0,pos) 
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# if beam go to block 1, if wall go to block 2 

execif(isWall==0,1.0) 

execif(isWall==1,2.0) 

 

$$1.0 

# design moment - take maximum and minimum over beam 

Mpos=MmaxZ 

Mneg=MminZ 

 

# set rebar cover to 40mm 

c=unitconv(mm,model_L,40) 

# calculate effective section height 

d=h-c 

 

# estimate rebar area for design moments 

AsTop=max(abs(Mpos)/(0.9*d*fydl),0.0013*b*d) 

AsBot=max(abs(Mneg)/(0.9*d*fydl),0.0013*b*d) 

 

# insert rebar in the model - find bar diameter for 3 bars at bottom and 3 at top 

nBars=3 

TopD=getBarDiam(AsTop/nBars) 

BotD=getBarDiam(AsBot/nBars) 

TopArea=pi*TopD^2/4 

TopArea=unitconv(mm^2,model_L^2,TopArea) 

BotArea=pi*BotD^2/4 

BotArea=unitconv(mm^2,model_L^2,BotArea) 

 

# stirrups D=8mm 

stirrArea=unitconv(mm^2,model_L^2,50) 

stirrSpac=unitconv(mm,model_L,150) 

 

# cycle for bars 

i=1 

xdim=(b-2*c)/(nBars-1) 

execwhile(i<=nBars,1.1) 

$! 

 

$$1.1 

    # design material ID for bars = 2 

    # X coord., Y coord., bar area, design material ID, Linit [0,1), Lend (0,1] 

    # top 

    addRebarL(-b/2+c+xdim*(i-1),h/2-c,TopArea,2,0,1) 

    # bottom 

    addRebarL(-b/2+c+xdim*(i-1),-h/2+c,BotArea,2,0,1) 

    # shear reinforcements 

    # legs in Y, legs in Z, bar area, spacing, design material ID = 2, Linit [0,1), Lend (0,1] 

    addStirrups(2, 2, stirrArea, stirrSpac, 2, 0,1) 
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    i=i+1 

$! 

 

# wall 

$$2.0 

# design moment - take maximum and minimum over beam 

Mpos=MmaxZ 

Mneg=MminZ 

 

# set rebar cover to 40mm 

c=unitconv(mm,model_L,40) 

# calculate effective section height 

d=h-c 

 

# estimate rebar area for design moments 

As=max(max(abs(Mpos),abs(Mneg))/(0.9*d*fydl),0.003*A) 

 

# insert rebar in the model - lattice reinforcement 20x20cm D=8mm 

lt=unitconv(cm,model_L,20) 

nBars=ceil((h-2*c)/lt)+1 

# rebar diameter in mm 

bd=8 

RebArea=pi*bd^2/4 

RebArea=unitconv(mm^2,model_L^2,RebArea) 

 

# stirrups D=8mm 

stirrArea=RebArea 

stirrSpac=lt 

 

# cycle for bars 

i=1 

xdim=lt 

execwhile(i<=nBars,2.1) 

$! 

 

$$2.1 

    # design material ID for bars = 2 

    # X coord., Y coord., bar area, design material ID, Linit [0,1), Lend (0,1] 

    rpos=if(c+xdim*(i-1)>h,h/2-c,-h/2+c+xdim*(i-1)) 

    # left 

    addRebarL(-b/2+c,rpos,RebArea,2,0,1) 

    # right 

    addRebarL(b/2-c,rpos,RebArea,2,0,1) 

    # shear reinforcements 

    # legs in Y, legs in Z, bar area, spacing, design material ID = 2, Linit [0,1), Lend (0,1] 

    addStirrups(2, 2, stirrArea, stirrSpac, 2, 0,1) 

    i=i+1 

$! 
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14 License agreement for using NextFEM API 
NextFEM APIs are free to use and maintained and updated by NextFEM. The present license applies to 

any customization implemented by the user (for instance: plugins, sections and materials libraries, NVV 

verification files, etc.), without differences if such customization is distributed to the public or not. 

The user accepts the NextFEM License in its entirety, and all following additional conditions: 

I. NextFEM APIs are made available by NextFEM. Their availability can vary through time and versions, 

without warnings and/or advices. 

II. NextFEM APIs files (e.g. .dll files) are not redistributable. Every used must be registered to the 

NextFEM website in order to download and install NextFEM Designer before accessing APIs. 

III. Developers (companies, individuals, etc.) must not reproduce any paid function in NextFEM products 

(e.g. verifications, sectional checkers, meshing tools, etc.). If this rule is violated, NextFEM can block 

the call to its APIs at any time, without warning, to the specific third-party software violating this 

rule. Depending on the case, developer could be requested to sign an agreement to allow 

distribution. 

IV. For the same functionality, plugins developed for NextFEM Designer must use the libraries that 

Designer already uses. For example, for plugins developed in .NET languages, serialization in JSON, 

where not covered directly in the referenced framework, must be done using the NewtonSoft library 

already present in NextFEM products. The addition of libraries for the same functionality would result 

in a violation of the present license agreement and, consequently, the blocking of the plugin. 

V. Commercial distribution of third-party products based on or simply referencing NextFEM APIs is 

permitted only after explicit approval of the NextFEM commercial office, which can be contacted via 

email at licensing@nextfem.it. 

VI. If needed, adoption of NextFEM license platform is strongly advised. To use it, please contact 

NextFEM commercial office at licensing@nextfem.it. 

 

https://www.nextfem.it/it/license-agreement/
mailto:licensing@nextfem.it
mailto:licensing@nextfem.it
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